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These recommendations are for general guidance only. Installation methods must be tested 
under actual service conditions to determine their suitability for a particular purpose.

Apply heat to water repellent facing (as required). For products with water repellent Soundemsh G8 facing, it requires 
extra heat for the adhesive to penetrate through the water repellent coating. It is imperative that once the G8 tape is applied 
in position, press the G8 tape firmly against the substrate with a hot iron or hot air-gun plus a pressure roller. The temperature 
is about 80ºC to 100ºC. Do not exceed 120ºC.

Storage and shelf life. 12 months when stored at 21℃ (70℉) / 50% relative humidity out of direct sunlight.

Soundmesh G8 tape is not recommended for surfaces with an uneven, wrinkle or pebbled finish.Soundmesh G8 tape 
may not be suitable for low surface energy substrates. An adhesion test is recommended if in doubt.

Clean the acoustic panel surface with Megasorber Clean M8 block and 
water. Dry with a microfibre cloth. The panel  surface must be flat, dry, free 
of oil, dust, grease and other contaminants.
Important: do not install the G8 tape if the application temperature is 
below 10ºC.
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2 Ensure the joins between the two acoustic panels are level. Joins must be level before 
applying the tape between acoustic panels. If there is a step between two panels, the tape 
could be pushed away at the join causing the tape to delaminate from the substrate.

Join is level suitable for G8 Tape.			   Join is not level and not suitable for G8 Tape

apply the tape

3 Remove the release paper from the tape Avoid contaminating the sticky side of the G8 tape 
with any finger marks or dirt. 

Once contaminated, the G8 tape will not stick.  Remove and replace the contaminated tape 
with fresh new tape.

Apply the G8 tape. Soundmesh G8 tape must be firmly pressed against the substrate upon 
application to ensure the adhesive has full contact with the substrate.


